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Access Point no 



ifies the Foreign 



Agent when a new node arrives 
and provides the node's MAC 
address and IP address (e.g., 
node attachment arrive 
message) 
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Foreign Agent performs proxy 
registration on behalf of the node 
by sending a registration request 
to tne Home Agent 
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Home Agent sends registration 
reply to the Foreign Agent in 
response to the registration 
request 
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Foreign Agent notifies the 
Access Point whether the node 

is mobile enabled (e.g., 
attachment acknowledgement 
message) 
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Access Point remaps the node's 
destination MAC address to the 
Foreign Agent's MAC address 
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Access Point notifies the Foreign 
Agent when the node leaves 
(e.g., node attachment leave 
message) 
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Foreign Agent performs proxy 
de-registration on behalf of the 

node by sending de-registration 
message to Home Agent 

Home Agent deregisters the 
node and updates mobility 
binding table which specifies the 
care-of address of the node 



Foreign Agent updates visitor 
table to indicate that the node is 
no longer visiting the Foreign 
Agent 



Foreign Agent notifies the 
Access Point that the node is not 
mobile enabled (e.g., attachment 
acknowledgement message) 
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Receive agent solicitation 
from Access Point indicating 
that it supports proxy Mobile 
Node service 
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FA supports standard 
registration process 
(RFC 2002) 



Append proxy Mobile Node 
advertisement extension to 
agent advertisement to indicate 
that the Foreign Agent provides 
proxy Mobile Node service 
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detects node 
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Access Point sends node attachment 
arrive message including the node's 
MAC address and IP address to the 
Foreign Agent 



804 



Foreign Agent looks up subnet in 
routing table based on the IP 
address of the node 
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Foreign Agent sends registration I f 
request with Home Agent w 
address being a subnet directed 
broadcast address toward the 
Home Agent 
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Home Agent sends registration 
reply including Home Agent IP 
address in Home Agent address 
field to Foreign Agent (e.g., 
denied witn error code) 



Foreign Agent sends 
registration request including 
the Home Agent IP address 
to the Home Agent 
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Home Agent sets up data 

path and sends 
registration reply to the 
Foreign Agent 
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Home Agent sends 

registration reply 
indicating registration 
denied to the Foreign 
Agent 



Foreign Agent sets up data 
path after receiving the reply 
from the Home Agent 
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Foreign Agent sends node 
attachment acknowledgement 
message to the Access Point 
indicating that the node is mobile 
enabled 
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Foreign Agent sends node 

attachment 
acknowledgement message 

to the Access Point 
indicating that the node is 
not mobile enabled 
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Access Point updates remap 
table with new entry and starts 
remapping packets from node 
destination MAC address to the 
Foreign Agent's MAC address 
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